WELCOME TO THE WORLD OF PENTAX PHOTOGRAPHY! 


Designed and engineered with the precision, reliability and 
dedication to quality that has made Pentax a leader in photo- 
graphy throughout the world, your new Pentax LX 35mm 
System SLR camera has the features and flexibility to meet 
Virtually any photographic challenge, and the accuracy of its 
Integrated Direct Metering through-the-lens light measurement 
is unexcelled. 

From the fast paced realm of news photography to capturing 
the breathtaking serenity of a panoramic mountain landscape, 
from the quick action of sports to the demanding world of 
macrophotography, from portraiture to candids, your Pentax 
the key which will enable you to reach new levels of 
ity and photographic excellence. 

Whether you're a seasoned professional or just starting out, 
a little extra time taken to read through the Owner's Manual 
carefully will be time well spent. By familiarizing yourself 
thoroughly with your camera you will not only learn of all the 
benefits it has to offer, you'll also insure yourself years of 
trouble-free operation 
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IDM Light Measurement 

The heart of the Pentax LX is the Integrated Direct 
Metering (IDM) system which employs a Silicon 
Photo Diode to measure light directly off the film 
plane for super accuracy in exposure contol 
Incorporating a special pattern on the shutter curtain 
for high speed measurements and a unique secondary 
mirror which transmits information to the LX views 
finder almost to the precise moment of exposure, the 
IDM system of through-thelens light measurement 
assures accuracy even under the most difficult and 
changing lighting conditions. The need for exposure 
Compensation when using system accessories such as 
focusing screens or interchangeable finders is virtual 
ly eliminated, 


Interchangeable Finders and Screens 
‘The LX System includes a wide array of interchang- 
able viewfinders and focusing screens to meet the 
challenge of any photographic situation, The unique 
FUL Systems Finder features optional viewing a 
cessaries to create a viewing system within a system, 
and the standard FA-1 Finder features a built-in TTL. 
"x" synch hot shoe which lets you take full advan 
tage of the IDM light measurement system (See pages 
46 t0 49) 
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Titanium Electro-Mechanical Shutter 

‘The LX camera features an extremely broad range of 
shutter speeds. The titanium electro-mechanical shut- 
ter mechanism delivers electronically-controlled step- 
less speeds in the automatic mode from an amazingly 
fast 1/2000th second down to 125 seconds, provides 
manual speeds from 1/2000th second to 4 seconds, 
and features a special design which provides manual 
speeds from 1/2000th second to “'X"* even when the 
batteries fail (see page 11, 18). 

TTL Integrated Automatic Flash Control 

Integrated Automatic Flash Control with the Pentax 
AF-280T and AF-400T Flash Units makes flash pho- 
‘tography exceptionally simple and accurate even with 
difficult bounce lighting or at close subject distances. 
Because the IDM system measures light at the film 
plane, the LX works with TTL flash models to mea- 
sure both ambient and electronic flash lighting for 
exposure accuracy regirdless of the lens aperture 
‘These units a'so feature automatic "X" synchroniza- 
tion and a visible exposure check and ready light in 
the viewfinder when the capacitor reaches full charge 
(ee page 38), 


Rugged, Lightweight, Compact Design 
Designed to handle the most rugged and demanding 
professional assignments, the LX remains incompa- 
rably compact and lightweight among the 35mm SLR 
camera systems, Its specially contoured bady design 
allows it to rest comfortably in your hands even with 
Motor Drive or Winder attached. Weighing only 803, 
grams (28 ounces) with normal f/1.4 lens and stand- 
ard Finder, the LX is designed to go anywhere and 
capture the action with the ultimate in handling ease 
and carrying convenience, Special gaskets and linings 
st key points throughout the body make the LX 
extra durable and resistant to heat, shack and mois 
ture, 


The LX is backed by a comprehensive system of ac 
cessories with more than 4. Super-Multi-Coated 
Pentax lenses and hundreds of attachments to meet 
virtually any picture-taking need. (see pages 56-59), 
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Inserting the Batteries 
The electronic systems of your Pentax LX operate on two 1.5-valt mini- 
batteries which are packed separetely with your camera. To insert the 
batteries, first remove the battery chamber cap at the base of the camera 
by inserting the edge of a coin and turning in the direction of the arrow. 
Place the two batteries in the chamber as shown making sure the posi- 
tive (+) sides face up. 

Replace the chamber cap and tighten securely. 


Battery Check 
After inserting the batteries it is often helpful to make a quick check to 
see if batteries are inserted propeily and the camera's electrical systems 
are functioning To check battery voltage, activate the camera's metering 
system by pressing the shutter button partway and observe the viewfind- 
er LED shutter speed display. The shutter speed LED will glow continu- 
ously if normal voltage is being supplied. 


Low Battery Warning 

When batteries become weak the viewfinder shutter speed LED will 
begin to flicker. Although all electronic systems will continue to func: 
tion accurately until the display goes out completely, both batteries 
should be replaced promptly to ensure uninterrupted operation of the 
camera's electronic exposure controls, 


Operating the Camera Without Batteries 
When the LED shutter speed display no longer lights batteries are dead. 
However, the LX camera incorporates an electro-mechanical shutter sys- 
ter which allows the photographer to continue taking pictures over a 
broad range of shutter speeds even when the batteries na longer function 
due to exhaustion or temporary fallure from temperature extremes. 
Should battery failure occur while shooting within the camera's mechani- 
cal shutter speed range (i.e, from 1/2000 second to '*X") no interruption 
of camera operation will take place, However, should batteries fail while 
‘operating in the "Automatic"” exposure mode or within the electronically 
controlled shutter speed range (rom 1/60 second to 4seconds) the mir- 
ror will automatically lock up as a warning. 

To continue picture-taking, simply turn the shutter speed dial to any of 
the mechanically operated settings (1/2000 second to "X"). 


NOTE: Should you wish to save the exposure being made when the 
mirror lock-up occurred, before changing the shutter speed dial, first cov- 
er the lens with the lens cap. Then, release the mirror as described above 
and press the film rewind/multiple exposure button at the base of the 
camera, Advance the film and take the picture, 


IMPORTANT! NEVER THROW 
USED BATTERIES INTO FIRE 
OR EXCESSIVE HEAT TO PRO- 
TEGT AGAINST EXPLOSION. Al- 
WAYS KEEP BATTERIES OUT 
OF THE REACH OF CHILDREN. 


Battery Care 
Under normal operating conditions, 
‘the wo 1.5-volt alkaline minkbat 
‘eras in your camera wil last sever- 
| at months, Should batteries require 
| repiacament, replace BOTH at the 
| same time with equivalent 1.5 volt 
| alkaline or ‘silver oxide mini-bat- 
teriee (Eveready $76, Mallory 
STBE, etc.) 
Keeping 2 spare set of batteries on 
hand can help you avoid the incon- 
venience of battery failure during 
busy picturestaking sessions, espe- 
Cially when shooting in cold cli- 
mates where failure di 
temperatures is not uncommon. 
Protect your camera from leakage 
by removing the batteries whenever 
the camera will not be in use for 
fang periods of time, 


"ATTACHING THE VIEWFINDER 


Your Pentax LX is a complete System 35mm SLR which offers you an 
exceptionally wide variety of interchangeable viewfinders (see page 46). 
Once you have selected the viewfinder best suited your picture-taking 
needs, atach it to the camera body as follows: 

Remove the protective body cap by moving the finder release lever 
counter-clockvwise and sliding the cap away from the camera body as 
shown, Carefully remove the protective cap from the finder and align 
the finder with the body, making sure both units are seated properly. 
Slide the finder toward the front of the camera body until it locks 
firmly in place. When attaching the finder, it's 2 good idea to jigle it to 
make sure it islacked securely in place. 

To remave the finder on the canera for attaching a new finder, move 
the finder release lever counterclockwise and carefully remove the 
existing finder by stiding it away from the camera body slowly and 
smoothly. Do not move too quickly to avoid dropping the finder on 
your working surface and damaging it. Place the protective finder eap 
on the finder to protect it against dust and scratches. 


IMPORTANT: Avoid touching the glass surfaces of the finder, eyepiece 
and camera hndy when attaching ar removing the finder to protect 
against possible damage from fingerprints, dust, grit and grease, When 
absolutely necessary, use a blower or camel’s hair brush to remove loose 
dust ar grit and ensure the brightest, cleanest image, 


‘Adjusting The Diopter Correction 
Pentax FAI and FA-2 Interchangeable Viewfinders feature builtin 
diopter correction for the focusing convenience of eyeglass wearers. 
To adjust the degree of correction, first move the finder release lever 
counter-clockwise and gently slide the finder away fram the body until 
the diopter adjustment screw is visible. With the finder in this position, 
carefully bring the camera up to your eye and look at spit-image center 
spot in the center of the viewfinder. Using the tool packed with the find- 
er, turn the adjustment screw until the border lines of the center spot 
come in sharp and crisp. Remove the tool and slide the finder toward the 
front of the camera body to once again lock it securely in place. 
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MOUNTING THE LENS 


After removing the rear lens and body caps, hold the camera firmly in 
your left hand and align the red dot @ on the camera body with the red 
dot @ on the lens, Insert the lens into the body chamber until it sears 
against the lens mount and turn it clockwise until it locks into place 
with an audible click, In dim light situations where it becomes difficult 
to see the red dots, align the raised white node @ on the lens barrel with 
the lens release @ by touch and continue mounting the lens as de 
scribed. 

When mounting longer lenses such as telephoto or zoom focal lengths, 
it’s a good idea to rest the camera body in the palm of the left hand. 
This procedure pravides a better balance and more convenient handling 
during the mounting operation 


WHEN CHANGING LENSES OUTDOORS WITH FILM IN THE CAM. 
ERA, TAKE THE ADDED PRECAUTION OF AVOIDING DIRECT 
SUNLIGHT, 


Removing the Lens 

To remove the lens, hold the camera in the left hand and press the Lens 
release button @ while turning the lens counter-clockwise with the right 
hand, 


IMPORTANT: IFit becomes necessary to put the lens down without the 
rear Jens cap in place, make sure the lens rests only with the front ele 
ment down, Never put the lens down with the front element up. 


"ADVANCING THE FILM 


The film advance system and exposure counter of your new 
Pentax LX are designed to provide you with the utmost in 
rapid winding convenianes and frame indication accuracy, 


Shuttar Cockod Indicator 
When the shutter hat been cocked for 
the next exposure, the shutter cocked 
indicator turns ted ar a reminder. The 
Indicator returns to clear when the 
stuttar has been fired 


~TwoWay Exposure Counter 

The LX exposure counter isa sequential 
type which advances one frame each 
time the rapid wind lever or film wane 
port is activated. The scale is indexed 
from "0" 10 "36" with frames "12," 
"20," "24" and "36" marked in red, 
The counter also operates. in reverse 
wen rewinding the film and disengages 
whan making multiple exposures to en- 
ute frame indication accuracy. It euto 
‘matically reiota to "0" when the back 
.— rt ever is opened, 


Rapid Wind Lever 
The LX features a single-stroke 120° rapid wind lever which 
dvances the flim and cocks the shutter. A 25° stand-off pos 
tion is provided for rapid winding ease and comfort 


LOADING THE FILM 


"To avoid unnecessary delays when loading the film, 
before starting it’s a good idea to set the shutter dial 
to one of the faster manual settings, e.g. 1/2000th 
second, If you must load film with the dial set to 
“Automatic,” remove the lens cap and aim the cam- 
era towards a bright light source to avoid excessive- 
ly long shutter speeds when advancing the film, 

Open the camera back by lifting up sharply on the 
film rewind knob. Insert the film cartridge in the 
film chamber and lock the cartridge in place by 
returning the film rewind knob to its original 
Position. 

"Draw the film leader across the back and insert jt 
into any of the white needles in the film take-up 
spool. Make sure the film is engaged properly on 
the spool by inserting the leader at least the width 
of one perforation. 
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"Wind the film by alternately advancing the rapid 
wind lever and firing the shutter release button 
until both top and bottom sprockets engage the film 
perforations, When you are sure the film has en- 
gaged properly, close the back cover and wind the 
film rewind crank in the direction of the arrow to 
take up any slack, 

"Continue advancing the film until the exposure 
counter registers "1." You can be sure the film 
moving properly through the camera by checking to 
see that the film rewind knob rotates each time the 
rapid wind lever is advanced, 


SETTING THE FILM SPEED/MEMO HOLDER 


To set the film speed, press the ASA dial lock release 
and turn the dial until the ASA number of the film 
being used is opposite the index mark. To ensure ac- 
curacy, make sure the dial locks only in the click-stop 
positions, The chart below represents the index mark- 
ings on the LX film speed scale. 
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MEMO HOLDER 

‘or added convenience, your LX features a film 
memo holder which acts as a reminder of the film 
lype and number of exposures loaded in the camera 
Simply tear off the end of the film carton and insert 
in into the holder frame, 36 EXPOSURES 


C 135-36 


To set your Pentax LX for automatic exposure cor- 
trol, rotate the shutter dial until the word “Auto 
matic” locks into place opposite the index mark 
as shown, When manual control is desired, press 
the shutter dial lock release and twrn the dial unti 
the speed setting you wish to use aligns with the 
index at the click-stop position. Indices on the dial 
from “200” to "2" represent fractions of a second 
(ie, 1/2000th second to 1/2 second) while "1" 
through "4S" represent full second increments. The 
“X" index setting corresponds to 1/75th second 
for synchronization with electronic flash units nat 
providing “dedicated” flash capability with the LX 
camera (see page4l). 
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Electronically-Controtted Shutter Speeds 
Your Pentax LX provides electronically-controlled 
stepless shutter speeds in the "Automatic" mode 
from 1/2000th second down to 125 sec. (At ASA 
100, £/1.2) and electronically-controlled manual shut- 
ter speeds fram 1/60th second to 4 full seconds. 
These speeds are not functional without batteries or 
when battery failure occurs, 


Mechanically-Controlled Shutter Speeds 
AL shutter speed settings from 1/2000th second to 
"X" and at the "B" (Bulb) setting, the shutter oper 
fates mechanically without the need for battery pow 
for, These speed settings should be used in the event 
battery failure interrupts normal camera operation. 


ACTIVATING THE METER 


Shutter Release Button 
The feather-touch shutter release button of your 
Pentax LX also serves as the meter on" switch, By 
pressing the shutter release lightly, both the expo: 
sure metering system and viewfinder LED display 
are activated and remain on up ta 25 seconds. At 
he end of that time, the meter and display will auto- 
matically turn off to prevent excessive battery drain, 


Shutter Release Lock 

The Pentax LX has a built-in shutter lock which 
protects you against accidentally making an exposure 
or activating the exposure metering system, 
ate the lock, simply move the shutter lock lever to- 
wards the shutter speed dial until the two white dots 


To oper 


align at the "L" setting, 
verse the procedure. 


To disengage the lock, re. 


198 


FOCUSING 


The Pentax LX comes equipped with the standard 
SC-21 splitimage/microprism focusing screen which 
provides a splitimage center spot surrounded by a 
microprism collar on a matte field, The SC-21 is fully 
interchangeable with eight other focusing screen 
models to provide focusing versatility capable of 
meeting almost any picture-taking need (see page 49) 
When using the splitimage center spot simply tur 
the lens focusing ring until the broken image in the 
center spot in the viewfinder aligns as one. 

When using the microprism collar surrounding the 
center spot, rotate the lens focusing ring until the 
‘shimmering effect in the collar area seems to 
disappear 

The matte field is quite handy for focusing in rapidly 
changing conditions where there simply isn’t time to 
use either the splitimage spot or microprism collar 
or for focusing with long telephoto lenses having 
small apertures. To focus, turn the focusing ring 01 
the lens until the image on the matte field appears 
sharp atnd crisp, 
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‘THE STANDARD FA-1 VIEWFINDER DISPLAY 
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Displays f/stop set on camera 
lens 

Exposure compensation warn 
ina, 

Indicates position of shutter 
dial 

Indicates overexposure when 
lit 

Indicates automatic exposure 
control 

Ropresents shutter speeds as 
they eppear on shutter dial 
Glows to indicate meter selec: 
tion of handholdable speeds 
from 1/2000th second 10 
1/90th second. 

Electronic flash synchronize 
tion, Fed LED glows to indi 
eate automatic flash synchro 
nization and flash ready with 
Pentax decicated flash’ units, 
Glows to indicate meter 3 
tion of speeds slower than 
1/30th second as reminder to 
‘open lens, use tripod or flash 
ti manual, indicates "8" shut 
ter setting: Red LED glows to 
indicate Jong time exposure in 
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SHOOTING AUTOMATICALLY 


Whenever time is limited and light is changing rapidly, you're sure to find 
the automatic exposure control capabilities of the Pentax LX a useful 
and welcome feature. Because the LX incorporates a direct off-the-film 
plane light measurement system, readings are made continuously to en- 
sure uncanny accuracy even under the most difficult lighting conditions. 
For macrophotagraphy and portraiture where depth-of-field control is 
extremely critical, the aperture-preferred system of automation provides 
the maximum in flexibility, ease of operation and convenience. The LX 
is equally responsive, however, in fast action situations where by simply 
opening the lens to its widest aperture, the camera automatically selects 
the fastest possible shutter speed lighting will allow to capture those 
fleeting moments, 


To operate the Pentax LX in the automatic exposure control mode, 
rotate the shutter dial until the word “Automatic” locks in place op- 
posite the index mark, Set the lens f/stop you desire on the camera 
lens and activate the metering system by pressing lightly on the shutter 
release button. The LX will then read the amount of light striking the 
film plane, select the precise shutter speed required for a proper exposure 
from the continuously variable range of 1/2000th second down to 125 
seconds during riormal temperatures, The approximate speed selected iy 
indicated on the viewfinder display. Speed selected by the camera can be 
changed by merely selecting a different f/stop or by using the exposure 
compensation dial (see page 24). To take the picture, press down firmly 
and smoothly on the shutter release button. 


SHOOTING AUTOMATICALLY 


A red LED will glow next 
ta the “A” index on the 
viewfinder scale to indi- 
cate overexposure. When 
this occurs, stop your lens 
down or change to manual 
exposure contro! to obtain 
acceptable exposures, 


A red LED will glow next 
to the “LT, B” index on 
the scale when there is in: 
sufficient fight for a prop: 
er exposure or when the 
camera has selected a time 
exposure longer than 4 
seconds in the automatic 
mode, 


Green LEDs are used along 
the shutter speed scale 
between 1/2000th and 
30th second to indicate 
hand-holdable speeds, 


Yellow LEDs are used 
along the shutter speed 
scale between 1/15th sec: 
ond and 4 seconds as a 
slow speed waming and 
reminder to use a tripod 
or supplemental lighting, 
or to change the lens to a 
wider aperture setting 


IMPORTANT: Should you accidentally press 
the shutter release with the lens cap on or in 
the dark while the shutter dial is set to "Auto- 
matic,” an excessively long exposure will result. 
To reset the camera, move the dial to one of 
the manual speed settings and rewurn it to the 
"Automatic" pasition before resuming shooting. 
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Although the center-weighting of your LX camera's 
metering system is designed to provide accurate ex- 
posure measurement under the majority of lighting 
conditions, when using the camera in the automatic 
mode you may find that a degree of exposure adjusi- 
ment is desirable, This Is particularly tue in scenes 
swith extremely contrasty backgrounds or foregrounds, 
‘or where special creative effects can enhance the over 
all quality of the photograph. The exposure compen 
sation dial allows you to make these adjustments 
quickly and easily. 


ALWAYS SET THE EXPOSURE COMPENSATION 
DIAL BACK TO THE 1X POSITION BEFORE RE 
TURNING TO NORMAL AUTOMATIC OPERA 


The dial, located beneath the film rewind knob, 
permits You t2 override the automatic exposure set- 
ting by a full 42 EV (ie, two full fistops over or 
underexposure) in 1/3 increments. The dial is in- 
dexed at 4X [2 {stops increase), 2X (one f/stop in- 
crease), 1/4X (2 ffstops decrease) and 1/2X (one ff 
stop decrease) with click stops at each 1/3 increment, 


Normal Position: For normal automatic exposure 
control, make sure the dial is set to the "1X" posi- 
tion, The Dial locks firmly in this position to prevent 
accidental movement, 


When the dial is off the "1X" index, a red flag will 
appear in the upper righthand side of the camera 
viewfinder as reminder. 


BACKLIT SUBJECTS: When shooting a subject 
against a bright background such asa window, bright 
sky, sand or snow, the camera meter will tend to 
underexpose the subject. To compensate, press the 
dial lock release and change the dial towards the 
2X or 4X position depending on the degree of ad- 
ditional exposure desired. 


FRONTLIT SUBJECTS: When your subject is spot 
lighted against a dark background such as on a stage, 
the meter will tend to overexpose subject details 
creating a washed-out appearance, To compensate, 
press the dial lock release and change the dial to 
ards the 1/2X or 1/4X position depending on what 
degree of underexposue is necessary oF desirable 
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EXPOSURE COMPENSATION RANGE 
While the range of the exposure compensation dial 
is sufficient to allow exposure compensation at all 
film speeds featured in the camera's film speed range, 
with extremely fast and extremely slaw films, com: 
Pensation is not available for the plus and minus set- 
tings indicated by the black dots below 


FILMSPEED | EXPOSURE COMPENSATION. 
WAS lee Ix 

ASA 12 [eax ax 
TASA2S~ 800 | AX 2X IK 

ASA 1800 | 4X aX 1X 

ASA 3200 _a 2 ms — 
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In the manual exposure mode your Pentax LX provides rapid response 
through-the-lens metering combined with an extensive manual shutter 
speed range from 1/2000th second to 4 full seconds, To set the LX for 
manual exposure control, press the shutter dial lock release and move 
the dial from the “Automatic” pasition. The shutter speed selected by 
the dial will be displayed in the camera viewfinder by a blue flag at the 
righthand side of the scale, 


Metering With Pre-set Aperture 

In situations where depth of field is critical, it's a good idea to pre-set 
the aperture when metering, Once you've turned the lens aperture ring 
until the desired f/stop appears in the viewfinder aperture window, acti- 
vate the meter and viewfinder display by pressing the shutter release 
lightly. To set the correct shutter speed for a proper exposure, rotate the 
shutter dial until the blue flag algins with the speed recommended by the 
meter via the glowing LED. A red LED at the top or bottom of the scale 
indicates that che {/stop-speed combination is out of the camera's meter: 
ing range and sould be changed accordingly. 


Metering With Pre-set Shutter Speed 

When fast action ca'ls for presetting the shutter speed, rotate the shut- 
ter dial until the blue flag in the viewfinder aligns with the shutter speed 
index desired, Activate the viewiinder display by lightly pressing the 
shutter release and rotate the aperture ring until the LED along the 
shutter speed scale aligns with the pre-selected speed. A red LED at the 
top or bottom of the scale indicates that the speed-f/stop combination 
is out of the camera’s metering rarge and should be changed accordingly. 
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“The IDM (Integrated Dicect Metering) system of your Pentax 
LX assures superbly accurate exposure readings over abroad 
range of shutter speedfilm speed combinations. The working 
EV range of the LOM metering system for beth manual and 
automatic exposures is reflected inthe reference chart above, 
With ASA 100 film at #/1.4, for example, the manual cou- 
pling range extends from EV'1 (1 sec. at f/1-4, 2 see. at{/2) 
Uhrough EV 19 (1/2000th sec. at f/16, 1/1 000th sec. at f/22). 
{In the automatic mode with ASA 100 film and an 1.2 lens, 
it extends al the way from EV 6.5 through EV 20 (125 se 
at f/1.2 ~ 1/2000th sec. at £722 under normal temperatue 
and humigity). 

‘Although the meter coupling ranges For the respective manual 
and automatic exposure modes change in relation to film 


speed, you ean calculate what the working EV range would 
be at other fllm speeds by mentally adjusting the ponition af 
the frame of the chart which defines the coupling range for 
the mode in question, The red frame defines the manual 
meter coupling rarge and moves vertically along the right 
hand: film speed index; the green frame defines the lower 
limits of the coupling range for automatic exposures and 
moves horizontally along the lefthand fim speed index. The 
boundaries of the red frame should be disregarded when 
determining the coupling range for automatic exposures; at 
the higher end of she EV scale, meter coupling is provided 
for all available flim-speed/shuttor speed/-stop combinations 
during automatic expasure operation. 
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UNLOADING THE FILM. 


When the fast frame on the film cassette has been exposed you will feel 
resistance when trying to operate the rapid wind lever. Do not force 
the lever to avoid tearing the film from the cassette spool 

To rewind the film, press the film rewind button at the base of the 
camera, lift the film rewind crank as shown and turn it in the direction 
of the arraw until tension on the crank lessens. The two-way exposure 
counter allows you to double check to make sure the film has rewound 
properly into the cassette before opening the camera back 

After rewinding, lift up sharply on the film rewind knob to open the 
camera back and remove the film cassette for processing. 


AVOID DIRECT LIGHT WHEN UNLOADING THE FILM, 


HOLDING THE CAMERA 


For proper balance, handling convenience and quick Shooting Horizontally— Hold the camera as de- 


access 10 all camera controls, hold the camera in the scribed above and keep your 
palm of your left hand with the thumb and index fin- arms close to your body to 
ger around the lens barrel as shown, The right hand minimize camera movement 
should be positioned comfortably around the camera which can cause blurry pho- 
body with the index finger over the shutter release tographs. 

button Shooting Verticaly — Press the camera tightly to 


your forehead for added 
Support and keep the arm 
dravn towards the body. 
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"USING THE SELF-TIMER/DEPTH OF FIELD PREVIEW/MIRROR LOCK 


Your Pentax LX features a Multi-Function Lever which is used to oper 
ate the self-timer, preview depth of field and lock up the mirror. The 
lever operates as follows: 


Self-Timer 

The LX self-timer provides a variable 4 to 10 second delay of the shutter 
release. Press the lever release button and turn the multifunction lever 
counter-clockwise to set the timer delay, After making sure the shutter 
is cocked, press the shutter release button to activate the timer run, The 
timer can be cancelled before the start of its run by returning the lever 
to its original position, Once you press the shutter release button, it can 
no longer he cancelled. 


Depth of Field Preview 
To preview depth of field, move the multi-function lever clockwise 
towards the lens mount, The lens diaphragm will then stop down to 
shooting aperture allowing you to see the area of acceptable sharpness 
in the camera viewfinder. 


Mirror Lock 
The mirror of the LX ean be locked up to minimize vibration in closeup 
and photomacrography by simply pressing the lever release button and 
moving the multi-function lever clockwise towards the lens mount. It is 
not necessary to lock up the mirror for motor drive photography, To 
release the mirror lock, press the lever release button agin, 


Your Pentax LX allows you to make multiple expo- 
sures quickly and easily. After taking the first expo- 
sure, simply press the film rewind/multiple exposure 
button at the base of the camera to disengage the film 
transport mechanism and exposure counter. Advance 
the rapid wind lever to cock the shutter, adjust the 
exposure as required and press the shutter release to 
take the second exposure. Press the rewind/multiple 
exposure button once again far each additional ex- 
posure on the same frame. 
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The random access feature of the LX camera's two: 
way exposure counter enables you to produce mul: 
tiple exposures on any frame as long as the film has 
not been wound off the takeup spool. As an exam- 
ple, let's say after reaching frame 15_you decide to 
double expose the image on frame 10. To do so, 

1. Push the film rewind/multiple exposure button, 

2. Lift the film rewind crank and wind the film back 
until the 9 index appears in the exposure counter 
window. 

3. Cover the lens with the lens cap, advance the rapid 
wind lever, set the shutter dial to 2 manual speed 
to avoid long exposures and press the shutter re 
lease button, 

4, Advance the rapid wind lever until the *'10” ap- 
pears in the exposure counter window and make 
the second exposure, 

IF you wish to make double exposures on the remain 

ing frames, or again on thesame frame, you must press 

the film rewine/multiple exposure button once again 
for each additional exposure. To return to the origin 
al frame without expasing the images already on film, 

Cover the lens with the lens cap and advance the rapid 

‘wind lever until the 15 index appears in the exposure 

counter window. You will return to the original posi 

tion on the frame within a 0.2mm tolerance. 
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“USING A TRIPOD/TIME EXPOSURES AT” 


Using a Tripod 

The tripod socket at the base of the LX camera is de- 
signed to accept standard tripod threads having a 
depth no. greater than 5.5mm (0.22 in,). To prevent 
any possibility of damage to the camera's internal 
mechanisms, donot use tripods with longer mounting 
screws and always avoid overtightening, 


‘Tripod Spacer 

To ensure proper tripod mounting when using lenses 
having a large diameter, insert the Spacer Ring which 
comes packed with the camera between the camera 
base and tripod platform. 


Time Exposuresat "B” 

Although time exposures are possible in both the au- 
tomatic and manual mode, use the “B" (Bulb) shutter 
speed setting 19 make long exposures in extremely 
low light levels for special creative effects. At this set 
ting the shutter remains open as long as the shutter 
release button is depressed. When sliuuting at “B, 
always mount your camera to a tripod or other 
Stable support and use a cable release whenever pos 
sible to minimize camera vibration. For exposures 
Jonger than several minutes, a locking cable release 
is recommended. 


Because black & white infrared film records light 
rays which focus differently than light in the visiole 
spectrum, when shooting it is necessary to adjust the 
focusing ring accordingly. After focusing normally 
fon the subject, note the subjectcamera distance on 
the lens distance scale and turn the focusing ring 
until that distance setting aligns with the orange 
infrared index mark, 


In the top photo, the lens is focused at infinity (%) 
for normal photography; in the bottom photo it has 
been adjusted for infrared photography by moving 
the infinity mark to the orange infrared index. 


NOTE: Compensation is not required when using 
infrared color films. 


DEPTH OF FIELD SCALES 
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Depth of field is the area in acceptable sharpness in front of and behind 
the subject in focus at a particular f/stop setting, Depth of field can be 
checked visibly by activating the depth-of-field preview while looking 
through the camera viewfinder. If more precise information is required, 
however, the depth of field scales engraved on most camera lenses pro- 
Vide a conveniert means of determining the approximate distances. 

The numbers ergraved on either side of the depth of field scale represent 
fistops, To read the scale, ook at the distance scale of the lens opposite 
the index marks on the depth of field scale representing the f/stop set on 
the aperture ring, For example, in the photograph the lens is focused on 
a subject 5 meters away. At f/4 the depth of field is from approximately 
4 to 7 meters, At {/5.6, the depth would be increased from approxi: 
mately 3.6 meters to 7.9 meters, 
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SHOOTING WITH TTL INTEGRATED AUTOMATIC FLASH UNITS 


When used in conjunction with the Pentax AF-280T and AF-400T Auto- 
matic Electronic Flash models, your Pentax LX provides the ultimate in 
‘operating ease and electronic flash exposure versatility. Because they are 
fully integrated with your camera's IDM through-the-lens light measure: 
ment system, tie camera meter isable to read both ambient lighting and 
electronic flash to assure a proper exposure of any subject within the 
unit's operating range, regardless of the aperture set on the lens. Another 
advantage of integrated metering at the film plane is that the camera's 
non-flash automatic exposure system overrides the flash when flash is not 
needed, thus eliminating flash failures due to overexposure, even in 
changing lighting conditions. 

The integrated flash operation of the LX also eliminates the need for ex- 
posure compensation when using filters or close-up accessories and allows 
you to take full advantage of the bounce flash capabilities of the AF- 
280T and AF-400T while retaining through-the-lens metered flash ex: 
posure control. 


Auto Flash Synch/Viewfinder Ready Light 
After attaching the TTL flash unit to the LX hotshoe or connecting the 
AF-400T to. the camera via its SP Synch Cord, set the flash unit to “TTL 
AUTO" op 

dial set to “Automatic” and the camera will automatically set the shutter 
speed at “X" (1/75 second) for flash synchronization and illuminate the 
viewfinder LED at "X” asa visible “ready light.” 


ation arid switely dhe unit "ON." Leave the camera's shutter 
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Auto Flash Exposure Check 
When using both the AF-280T and AF-400T in the Auto or TTL Auto 
Flash modes, you can check whether your subject is within flash range 
before releasing the shutter by pressing the TEST button an the back of 
the flash unit, If the Auto Check Lamp next to the TEST button lights 
4p, the subject is within the auto flash range. If the lamp does not light, 
ase a more powerful flash setting ar move closer to the subject. With 
TTL Auto, you also have the option of using a larger aperture (es, 
{/2.8 instead of f/5.6). 


Viewfinder Flash Exposure Confirmation 
On TTL Auto, both the AF-280T and AF-400T signal confirmation right 
ride the viewfinder after the picture is taken ensuring that your subject. 
‘eceived adequate flash exposure. After a properly exposed photo, the 
ed “x” LED flickers on and off, For flash action photography with 
lash, the viewfinder exposure check can be turned-off by a switch on 
the back of the flash unit 

The chart on page 40 summarizes the dedicated flash features of the AF 

280T and AF-400T TTL units with the LX. For additional operating in 
structions, refer to the instruction manual accompanying your flash unit 


NOTE: In addition to “Automatic” the camera's shutter speed dial may 
also be set at "X"" for TTL operation. Do not use other wettings, however, 
or proper synchronization will not be obtained. Automatic synchroniza: 
tion at “X" is obtained when viewfinder shutter speed indication is be- 
tween 1/30th second and LT.B (occasionally flash is obtained also at 
1/60 second because of stepless metering) 
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“DEDICATED” AUTOMATIC FLASH UNITS 


The Pentax AF-200S and AF-160 Automatic Electronic Flash Units are 
fully compatible with the LX camera's automatic shutter speed flash syn- 
chronization and viewfinder flash ready light features. When the flash 
unit is turned “ON” with the camera's shutter dial set at “Automatic” 
and the flash unit set for auto flash operation, the shutter automatically 
synchronizes a: 'X"" (1/75th secend) and the "X" indicator inside the 
viewfinder glows when the flash unit reaches full charge. 


NOTE: Dedicated flash is also offered with the above two units with the 
shutter dial set to "X." The AF-200S also features flash exposure over- 
ride, When the viewfinder indication for the camera's metering system is 
between 1/30th second and 4 seconds (occasionally 1/60th second, due 
to stepless metering) flash synchronization is automatically obtained; 
when faster speeds are indicated, however, non-flash exposure system 
overrides flash, preventing overexposure. (This feature is not offered with 
the AF-160). 


Quick Reference Guide 
“TTL Measurement | Vaibie Check | Visible Ready 


Auke Flash Syne 


‘AF-A00T x x | x 

AF-280T x x x ¥ 

AF-2008 | T x x 
at 4 
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OTHER FLASH UNITS 


Your LX camera is designed to accept a wide array of flash models using. 
either the built-in hotshoe of the standard FA-1 Viewfinder or the syn- 
chronization terminals at the front of the camera body. The "“X" termi: 
nal is for synchronization of electronic flash or F-lype and MF-type 
bulbs; the “FP” terminal for synchronization with focal plane bulbs, 

The LX system offers you the unique option of synchronization even 
with non-dedicated electronic flash units with the shutter dial set at 
“Automatic.” In addition, manual speeds fram "'X" through “B” may 
be used. On “Automatic” the synchronization range is between 1/30th 
second and 4 seconds. Do not use Automatic" far flash when the view: 
finder indicates a faster speed or the complete frame will not be exposed; 
be sure to take precaution against picture blur when long exposures 
are indicated, 

The chart below represents the usable synchronizations with both el 
tronic flash and bulb-type flash units 


Shutter speed Yh Vou You Ver * Sa a Ya 1 A Tema 
Electronic Auto speeds x 
flash Manual speeds sable speeds: 

FPvpe bulb = 
a ype, MF ———_ — x 
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CASE AND STRAP 


Attaching the Strap 
The strap which accompanies your LX can be used 
in two ways. Before attaching the strap, press the 
twin tab of the fastener (Tab @) with the edge of a 
coin until the single tab (Tab@) protrudes, 

‘To Carry the Camera Horizontally 

When carrying the camera around your neck or when 
using the Standard Eveready Case, first attach one of 
the strap fasteners to either Accessory Lug ® or @ 
and press Tab @ with a coin until Tab @ protrudes, 
thereby locking the fastener to the lug. Repeat with 
the other fastener. 

To Carry the Camera Vertically 

When you wish to carry the camera shoulder style, 
unlock the fastener attached to Accessory Lug C by 
pressing Tab ® until Tab @ protrudes. Then, remove 
the fastener and attach it to Accessory Lug. 
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IMPORTANT: Before carrying the camera by the 
strap, jiggle the fasteners back and forth while pulling 
‘on the strap to make sure that the fastener is locked 
securely to the accessory lug, If not locked properly, 
the strap could come off and damage your camera. 


CASE 
The standard Eveready Case for your LX features a 
halfimoon lock as added protection against coming 
‘open while carrying the camera, To remove the case 
front cover, turn the cover a full 180” as shown so 
that the fastener unlocks, and separate. 

CAUTION: Do not try to remove the front cover 
without first turning it so that the fastener unlocks 
(this could weaken or break the fastener). 


GRIPS 


Accessory Grin & 


The Pentax LX system includes different types of ac 
cessory grips. Accessory Grip B is hand-contoured 
for added balance and handling convenience. For 
more precise requirements, the Accessory Grip A can 
be shaped to meet the photographer's individual 
needs using a whittling knife or similar instrument 
and sandpaper to smooth out the rough edges. To 
attach either grip, first place the grip over the acces 
sory lug @ making sure the screw aligns with the 
socket at the bottom front of the camera@. Tighten 
he screw using a screwdriver or cain. 
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USING SCREW-MOUNT TAKUMAR LENSES 


Super-Takumar and SMC Takumar screw-mount lenses can be attached 
to your Pentax LX by using the Pentax Mount Adaptor K. When using 
this accessory, however, the automatic diaphragm of the lens will no 
longer function and meter readings must be made with the lens aperture 
stopped down, 


Mounting The Adaptor 
After attaching the Adaptor K to the lens until it seats firmly in place, 
align the red dot on the Adaptor with the red dot on the camera's lens 
mount. Insert the lens and rotate the adaptor/iens combination clockwise 
about 1/4 turn until in clicks into place. The Mount Adaptor K is now 
fully engaged and screw-mount lenses can be interchanged freely without 
further adjustments, 


Removing The Adaptor 
After removing the lens, press the adaptor release @ with your thumb: 
hail or a pointed object such as. ballpoint pen, Turn the Mount Adaptor 
K counter-clockwise until you feel it release and remove it from the lens 
mount, Please note that the lens release button @ serves no function 
when using this adaptor, 


© Always keep the viewfinder eyepiece, finder surface, 
lens and filters as clean as possible, Remove loose 
dust and dirt by first using a lens blower and then 
brushing gently with a camel's hair lens brush, 
Avoid scratching optical surfaces by trying to wipe 
away granular dust or grit. Smudges and fingerprint 
marks should be carefully wiped off using lens tissue 
fof a clean soft cloth. A clean, previously-washed 
plain handkerchief is particularly good for this pur- 
Pose. In extreme cases, use a good quality lens 
leaning fluid to remove stubborn smudges, but be 
sure to wipe away all moisture. 

Never touch the mirror or the shutter curtain, par= 
ticularly when changing the interchangeable focus 
ing screen, When changing screens, use the pincette 
as described on page 48. Minor dirt or spots on the 
mirror will not affect the clarity of your photo- 
graphs. 

¢ Whenever possible, carry your camera with its neck 
strap or in a carrying case or gadget bag. Accidental- 
ly dropping the camera can cause seriuus damage in 
the internal mechanisms even if the external damage 
appears insiginificant. 


‘© Be particularly careful not to drop the finder when 
changing viewfinder models, Slide the finder back 
slowly and smoothly to avoid severe damage to the 
optical surfaces. 

Although your LX has specially-designed gaskets to, 
minimize the possiblity of damage fram moisture, 
it is not waterproof. Several places exist where 
water can get inside and damage internal mecha- 
nisms. Protect both the camera body and lens from 
rain or splashing water, If the camera should get 
‘wet, dry it off immediately when a clean soft cloth, 
If it becomes submerged in salt water, place it 
pail of fresh water to retard the onset of corrosion 
and take it immediately to an authorized Pentax 
Service Center to determine what, if any, ret 
can be effected. 

‘@ Always store your camera in a cool, dry, clean and 
well-ventilated place when it is not in use to avoid 
the possibility o* damage due to condensation build- 
up. This is particularly important in areas of high 
hhurnidity, Keep the eamera in its ease or in a gadget 
‘bag with the lens cap on as added protection, 
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The Pentax LX System includes an array of optional interchangeable 
viewfinders designed to meet almost any photographic situation. Because 
the LX Integrated Direct Metering system measures light at the film 
plane, no exposure compensation is required with any of the LX Finder 
models, 


Model FA-1 Eye-Level Pentaprism Finder 
The standard LX viewfinder, the FA-1 combines bright eye-level penta- 
prism viewing, built-in diopter ccrrection, full data viewtinder display 
and a builtin "X" hotshoe, Built-in diopter correction is available for 
the —1.5 to 0 diopter range. Additional correction is possible with the 
correction lens adaptor and SMC correction lenses. Check your eye 
doctor for the diapter range best suited for your needs. 


Model FA-1W Eye-Level Pentaprism Finder 
The same features as the FA-1 with an extended built-in diopter correc- 
tion range from —3 to +1 inclusive, 


Model FA-2 Eye-Level Pentaprism Finder 

Similar to the FA-1 standard pentaprism viewfinder without the builtin 
howshoe, Available in the —1.5 to O diopter range as with the FA+1; no 
wide range model is available, 


NOTE: The Pentax FA-1, FA-1W and FA-2 Finder models are fully com- 
patible with all Pentax critical focusing accessories. 


Model FE-1 Waist-Level Finder 
A high magnification waistlevel viewing model ideal 
for close-up work or in any situation where critical 
focusing is important. Adjustable diopter correction 
range from —5 10 44 inclusive is provided and all data 
except aperture setting is visible. 
Model FF-1 Waist-Level Finder 
Folds almost flat yet pops up in an instant to provide 
bright, clear waist-level viewing, All viewfinder data 
except aperture is visible in the reversed position. 
Model FB-1 System Finder 
A Pentax exclusive, this finder accepts any of three 
optional viewing eyepieces for the ultimate in view: 
finder versatility. Each eyepiece bayanet mounts 
quickly and easily providing all viewfinder display 
information. 
FC-1 Action Eyepiece — Rotates a full 180° 
for total flexibility in the viewing angle 
FD-1 Magni Eyepiece — A waist-level finder eye- 
piece with a convenient 43" viewing angle. Focus 
Ing-type diopter correction from ~4,5 to 43.5 In~ 
FD-2 Standard Eyepiece — Provides a convenient 
45° viewing angle ideal for microscope use or 
copy work. 
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CHANGING THE FOCUSING SCREEN 


To change the LX Focusing Screen, use the pincette 
supplied with your new focusing screen. Insert the 
head of the pincette against the top plate of the 
mount so that the two ear-like tabs rest against the 
indentation in the plate as illustrated. Then, gently 
lift upward on the handle of the pincette until the 
focusing screen frame drops down. 


CAUTION: Move the pincette very carefully. If the 
screen doesn't release immediately, do not exert 
excessive pressure: a slip could damage either the 
focusing screen or mirror surface. 


Squeeze the handle af the pincette and very carefully 
sandwich the tab of the focusing screen between the 
owe sections of the head, Lift the screen out of the 
frame and place it in the container for protection. 


To install the new focusing screen: Pick up the screen 
by the tab with the pincette as described above and 
place it on the focusing screen frame with the tab on 
the right hand! side as shown. Push the frame back to 
its original position until it locks in place. 


The LX System includes nine different focusing 
screen models to provide focusing aids for a wide 
variety of generalized and specialized applications. 
A new Pentax coating ensures brighter, sharper 
images for focusing ease, 
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Standard with the LX. Central splivimage spot sur 
Founded by a microprism collar an a ground glass 
field 

‘A highly versatile yet simple sereen comprised of a 
feenter micraprism grid on 2 ground glass field, 
Similar to the SA-21 with sharper microprism angles 
to simplify focusing with high speed ({/1.2-1/2.8) 
lenses, 

Standard splitimage focusing center spat on a 
round glas field. 

[All matte focusing sereen with central ecoss hairs 
for ust in photomicrography, astrophotography 
and photomacrograghy in dim 

Similar to SD-21 but with no matte, 
‘All matte ground ass screen especialy sulted for 
Focusing with super telephoto lenses. with small 
aperiutes oF work with macro lenses, 

Similar to the SE-20 but with etched crosslines in 
fmm squares. Excellent for aligning architectural 
‘subjects oF for multiple exposure composition, 
Similar to SE-20 but with engraved scales to help 
determine subject sizing for ‘bellows and micro 
Scrape photography. 
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With the Winder LX or Motor Drive LX, you'll ab 
ways be ready to capture even the fastest action 
Whether its sports, news or active children at play. 
the automatic film transport capabilities provided 
by these accessories help you keep your eye on the 
action and the shutter ready to fire, Even changing 
film is made simpler and faster through the builtin 
automatic rewind feature which rewinds a full 36 
exposure film cassette in just seconds, 


Winder LX 
Powered by four 1.S-volt AA batteries, the Winder 
LX can record the action at speeds of up to 2 frames 
per second at the continuous ("C") setting or pro- 
vide single frame exposures with automatic film ad- 
vance at “S" while retaining full synchronization 
with all LX camera shutter speeds (except "B") 
The compact, lightweight unit attaches quickly and 
easily to the camera's tripod socket and can be fired 
by the camera shutter release or the optional remote 
control unit, An LED flashes when the film stops 
automatically at the end of the cassette and the autor 
matic rewind feature rewinds a full 36-exposure 
Cassette in about 15 seconds, 


Motor Drive LX 
To meet the challenge of professional high speed 
sequential applications, the Motor Drive LX provides 
automatic film advance at speeds up to 5 frames per 
second in “High” or as slow as 0.5 frame per second 
in “Low.” Other features include a single-frame set- 
ting, full synchronization with all camera shutter 
speeds (except "B"), an end of film LED and auto- 
matic film rewinding (36-exposures in. & seconds) 


The Motor Drive LX mounts quickly to the base of 
the camera via the tripod socket, The shutter can be 
triggered by the camera shutter release button, the 
release button on the Battery Grip M or by remote 
control via the optional remote control unit, An 
optional 250-exposure bulk film back is also avail- 
abl 
The Motor Drive LX provides a wide variety of power 
options including the Battery Grip M for penlight bat 
teries, the NiCad Bawery Pack M for rechargeable 
nickel cadmium cells or the Pawer Pack M for stand- 
ard AC current. 
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By taking advantage of the fully interchangeable back 
of your Pentax LX, the camera can quickly and easily 
be converted into a sophisticated data camera capable 
of recording valuable information directly on the fir 
shed photograph. This can be a valuable tool in 
scientific and biomedical photography, in architec- 
tural and industrial applications to record progress 
of a given project, in government and evidentiary 
ahotography, or simply for recording the growth of 
the family as years pass, 
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Dial Data LX 
The Dial Data LX provides thee alpha-numeric wheels 
indexed in numbers from 0 to 36 and in letters from 
A to O. This accessory is particularly good for record: 
ing the year-month-day a photograph is taken as well 
as for recording exposure information such as shutter 
speed, aperture or frame number directly in the cor 
ner of the frame, The Dial Data LX is powered by 
three 1.S.volt Alkaline or Silver Oxide mini-batteries 
and can be set for wo ASA ranges for color film 
(ASA 25:50 and ASA 64-400) as well as for black & 
white films, A builtin battery check and confirma: 
tion LED are also 


Watch Data LX 
The unique Watch Data LX allows you to record the 
face of a timepiece directly in the comer of your 
photograph to display the day of the month, hour, 
minute, and second the photograph is taken. The cer 
tral portion of the watch itself provides a ground pass 
portion where additional information can be pen 
Giled, Three settings are provided for black & white 
film (ASA 100, 200 and 400) and one setting tor 
color film (ASA'T60). The Watch Data LX is powered 
by a single 6-volt Alkaline or Silver Oxide Battery 
and provides a built-in confirmation LED and battery 
check, 
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Using the Film Blind 
When using the Watch Data LX, it is necessary to 
lower the special film blind to block out the comer 
of the film for recording purposes. Before taking 
pictures with chls back, open the camera and lower 
the blind by turning the small thumbwheel on the 
lower right hand side of the shutter counter-clock: 
wise, Remember to return the film blind to its 
normal position before resuming non-data photos. 
MAKE SURE YOU AVOID TOUCHING THE SHUT- 
TER CURTAINS. 


Note: The film blind is used only for the Watch Data 
LX and need not be lowered when using the Dial 
Data accessory. 


PENTAX LENS SYSTEM 


The over 40 SMC Pentax Lenses which make up 
the Pentax Bayonet Lens System feature the latest 
in computer designs and represent the superb quality 
that has been associated with Pentax optics for over 
60 years, The available selection runs all the way 
from 15mm ultrawide-angle to 2000mm super tel 
photo and offers an assortment of special purpose 
Tenses including eight zooms, plus fisheye, macro, 
bellows and shift lenses. All SMC Pentax Lenses 
feature exclusive Super-MultiCoating to minimize 
flare while increasing light transmission and enhan: 
ing resolution, contrast and color balance, Superb 
Pentax quality control assures matched color bal- 
ance throughout the lens system and the utmost 
jn mechanical and optical reliability 
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SUPER-MULTI-COATING (SMC) 
SMC Pentax lenses evidence very low levels of flare, virtually 
rho shost images and offer excellent image reproduction and 
color rendition, The experienced pro can literally take pic’ 
tures directly into the setting sun with them and obtain excit 
Ing results, 

“The high quality of SMC Pentax lenses is the combined 
preduct of Pentax space-age optical engineering. and Super: 
MultiCoating, Asahi Optica’ awn unique T-ayer lens-coat 
Ing pratess that eliminates both flare and ghost images, and 
transmits more light for vivid colors. Reflection ratio is 3 
mere 0.2%, while reflection control is neatly fat against the 
whole range of visible light. These two factors resut in 


‘void element cemented ogee ENE 


proved performance in almost all lighting situations, More: 
over, recently improved multicoating techniques ental the 
seating of most yass surfaces within the lens, including 
some which wece previously cemented together, and others 
which were only single-coated previously, The effects of 
SuperMulthCoating are particulary outstanding. with zoom 
lenses, which have a great many individual lens elements and 
transmit less light than other lenses, Without any coating 3 
oom lens transmits about 17.5% ef the light. With con 
Ventional costing, sransmission increases to 66.5% , while 
with SuperMulti-Coating, transmission is 95.3% —' about 
50% brighter than with conventional coatings, 
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Wide Angle Lenses 

Whether you're shooting a panoramic landscape, a 
party or the cover of an annual report, the Pentax 
SMC Lens System lets you select the focal length 
and features just right for your needs. From the 
incredible effects of the SMC Pentax 15mm £/3.5 to 
the classic wide angle view of the SMC Pentax-. 
35mm /2.8, over 10 different focal lengths provide 
the versatility in angle of view, lens speed and styling 
required to capture the unusual world of wide angle 
images. 
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Telephoto Lenses 

Fourteen focal lengths comprise the comprehensive 
Pentax SMC Telephoto lens group allowing the LX 
photographer to choose from portraits at 85mm, 
candids at 200mm, wildlife at 2000mm or just about 
anywhere in between, Designed to complement the 


lightweight, compact styling of the Pentax LX and all 
other Pentax compact 35mm SLR cameras, these 
superb telephoto and ultra telephoto lenses afford the 
photographer with the flexibility to meet almost any 
photographic challenge with complete confidence, 


Zoom Lenses 
‘The eight lenses in this lens group are truly repre- 
sentative of the Pentax dedication to optical ver 
satility and handling ease. Whether you're an archi 
Tectural photographer requiring the wide angle 
perspectives of the SMC Pentax-M 24-35mm f/3.5, 
@ nature lover who appreciates the power of the 
135-600mm f/6.7 zoom or just an all-around pho: 
tographer looking for the flexibility provided by 
the 40mm £/2.8-80mm {/4 Close Focusing Zoom, 
there's a Pentax zoom that’s ideal for you, 


Special Purpose Lenses 
When the unusual calls and the demands require a 
special kind of handling, the SMC Pentax system is 
there. Whether you're exploring the canyons etched 
in the face of a grain of sand with a bellows, captur- 
ing 2 lifesize image of a chery blossom, or taking 
advantage of the unique perspectives of the 17mm 
fisheye lens or she perspective control provided by 
the 28mm shift lens, you can be confident that the 
images will be recorded with superb resolution, con- 
trast and color balance, 
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Tyee: 


“Lens Mount: 


‘Standard Lenses: SMC Pentax SOnm f/1.2, SMC PentaxcM Stim {/1.4, Orn #/17, 60m #/2, 40mm #2. 


Sram filtrame single lene reflex amen, with IDM offthatim plane aperturepreterred automatic or ful 
sure measurement, TTL integtted lash control with Pantax "T-type flash units, 


ena Bayanat Mount with fully sutomatie diaphragm coupling. 


Shutter: 


“Electromachenical horizontally-sun vtanivm foeal plane shutter; manval speeds mechanically controlled from 
4/2000%h second t0°"X" {1/75th second) and tletronically contaledfrorn 1/60th second to 4 stconds; mechan 
{al apesde and "B” opertionel withous barteras; automatic expovures electronically contraie i range 
fram 1/2000th seeans down to 126 seconds; shutter [ack provided; shutter dial locks a “vutomatie™ with push- 
button release; uiltan curtain blind for uaewith Watch Dara LX. 


lash Control: 


TTL measurement of simbient and elocyenie ash righting dreely off film plane with “Type Pentax fash 
‘models providing euto Tlash synch aX” and visible ready light/expoture check in viewfinder when Mash reaches 
{charge automatic flash synch and visble viewfinder ready ght with other Penton dedicated fin mods 


Flach 
Synchronization: 


FP terminal ond X terminal, plus contacts for TTL integrated autorstie Mlsh control at camera front; 
FAA standard Finder features builtin Xayaeh hotshoe with TTL contacts 


‘Multi-Function Lover provides 4 10 10 second delay manually activated selftimer, depth of field praviw and 
mirroctoek capability. 


‘Open aperture, centerweighted, thraugh-the-lene light metering for bath automatic and manual modes, Integrated 
Direct Metering (IDM) system measures ig at tha film plane via Silicon Photo Diode (SPDI: high speed measure- 
ments for automatic operation ara made aft fixad pattern on front shutter curtain, slow speed measurements 
Ott curtain partern and film sutomatic vectronis feambient light measurement with TTL “T-type flash 
models, Manual exposure range trom EV 110 EV 19 [ASA 100, 1/1.) sepless sulomate exposure range extends 
To EV G8 ~ EV 20 (128 second a f/1.2:0 1/2000 second at 1722 at ABA 100 under normal temperatures anc 
thumieity. Meter activated fy light presume on shutter release with automat shutoff after 25 seconds. ASA film 
speed range: ASA 6 ~ 3200, 


Exposure 
Compensation: 


Up to 2 EV automatic exponiva compensation in automatic moda by dial contol lal indexed at 1/4X, 1/2, 
4X, 2X and 4% with lick stops at 1/3 EV postions: red figg appears in viewlinder to Indicate al is off "1X" 
normal exposure position; dia lock provided at "1X" with push button release. 

Standard FAA Interchangeable Eye-Level Pentaxpriem Finder features sivr-costng and shows 88% vertical, 
35% horizontal of picture ares pus full data viewdinder display; tuiltin diopter correction by adjustment sere, 
Finder removable by ralease lever. 
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‘Viewfindor 
Display: 


Focusing 
Sereen 


Flim Transport 


Expomire 
Coumer 


Film Rewind 
Power Source: 


“Miro 
Back Cover: 


Body Size 
Wight: 
Other Features: 


“Two 1.5yolt alkaline or silver oxide minibatries power all elaetrasie system in both autor 


Treoler display for TTL measured shatter speeds with arean LEDs indssting hand-holdable speeds Worn 1/2000th 
stcont to 1/30th second, yellow LEDs 2s slow spaed worning from 1/1Sth second to 4 seconde, and red LEDs £0 
Indieate overexposure or long tims and X synch ready Hieht with TTL and dedicate flash unite; Hue fag indiestee 
‘automatic at "A" and manually selected shuttor speeds; eparture vigblein standard Fi finder model 


‘SC-21 standard with center splitimage spot surrounded by mieropriem colar on around sla fl 
changeable with 8 other focusing screen models through the fans mount 

Pentax Magic Needle Looding System. Singlestroke, rapid wind leer with 120° throw and 25° standoff angles 
builtin shutter cocked indiestor. Accepts Winger LX and Motor Drive LX for automatic film sévance and autor 
‘matic rewind capability. 


i fally inter 


Additive wowway expowure counter moves fiom loading indiestor i "6 with colercaded indexes at 
"20", "24" and "26"; operates in averse to Indicate precst film Ieeation for rewind or wracking ef multiple 


Crank type: Film Rewind Button doubles as multiple exposure button to disengage film advance mechanism, 
‘Automatic rewind with Winder LX and Mator Drive LX. 


ie and manwal 


modes; LED tickers in viewfinder to indicat law battary eonltion: miro locke when batterie al 


Lege backcswing type, instant-return mirror te virtually eliminate image cutoff with most lenws; lock provi 


Standard camera back with spring eatch, bull-n film memo holder, Back ie fully interchangeable with Dial Data 
Lic Watch Data LX and LX Bulk Film Magazine. 


144.5mm x 90.5mm x 50mm (6.7" x 3.6" x 1.8") with stondard FA-t Finder ettsehed, 
'570 gram (20 ounces with standard FA Finder andl batteries, 


Optional hand grips, special gaskets to minimize entry of dust and mature, rubber fittings at baw for stability 
fn Tat surfaces, interchangeabe strap festenrs, Ivipac Spacer Hing tor use ‘with very compact ar argecamater 
lenses, neck strap with shoulder pad 
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All Pentax cameras purchased through authorized 
bona fide photographic distribution channels ate 
guaranteed against defects of material of workman 
ship for a period of twelve months from date of pu 
chase. Service will be rendered and defective paris 
will be replaced without cost to you within that 
period, provided the equipment has not been abused, 
altered, or operated contrary to instruction. Because 
the tolerances, quality, and design compatibility of 
lenses other than Pentax lenses are beyond our con 
trol, damage caused by use of such lenses will not be 
covered by this warranty policy. The manufacturer 
or its authorized representatives shall not be liable for 
any repair or alterations except those made with its 
written consent and shall not be liable for damages 
from delay or loss of use or from other indirect or 
consequential damages of any kind, whether caused 
by defective material or workmanship or otherwise; 
and it is expressly agreed that the liability of the 
manufacturer or its representatives under all guar- 
antes or warranties, wheter expressed ur implied, 
is strictly limited to the replacement of parts as here 
in before provided. 
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Procedure During 12-month Warranty Period 
Any Pentax which proves defective during the 12- 
month warranty period should be returned 10 the 
dealer from whom you purchased the equipment or 
to the manufacturer. If there is no representative of 
the manufacturer in your country, send the equip: 
ment to the manufacturer, with postage prepaid. In 
this case, it will take a considerable length of time 
before the equipment can be returned to you owing 
to the complicated customs procedures required in 
Japan in importing and re-exporting photographic 
equipment, If the equipment is covered by warranty, 
repairs will be made and parts replaced free of charge, 
and the equipment will be returned to you upan com- 
pletion of servicing. If the equipment is not covered 
bby warranty, regular charges of the manufacturer or 
of its represertatives will apply. Shipping charges are 
to be borne by the owner. If your Pentax was pur- 
chased outside of the country where you wish 10 
hhave serviced during the warranty period, regular 
handling and servicing fees may be charged by the 
manufacturer's representatives in that country. Not 
withstanding this, your Pentax returned to the manu- 
Facturer will be serviced free of charge according to 
this procedure and warranty policy. In any case, 
however, shipping charges and customs clearance 


fees are to be bored by the sender, To prove the 
date of your purchase when required, please keep 
the receipts or bills covering the purchase of your 
Squipment for at least a year, Before sending your 
Wuipment for servicing, please make sure that you 
are sending it to the manufacturer's authorized repre- 
sentatives or their accredited repair shops, unless you 
are sending it directly to the manufacturer. Always 
obtain a quotation of the service charge, and only 
after you accept the quoted service charge, instruct 
she service station to proceed with the servicing. 


This warranty policy does not apply to Pentax 
cameras purchased in the U.S.A, and U.K. For these 
‘cameras, please refer to the separate Warranty Policy 
Card enclosed here, 
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‘Aaal Opel Co, Ld. C..0, 805, Tokyo 1001, JAPAN 

‘ata Ope! Exope tv. Wovouioan 2 1830 Zaumgem Zulk7, BELGIUM 
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‘Pentax Corporation 38 Ineomess Ore East, Englencog, Colorado 80112, USA, 

Pentax of Conada Les 1760 West Sra Avenue, Varceuer, 8,6. V6) TKS, CANADA 

Fontan UK: Linitad Pentax House, South ill Avenue South Harrow, Middeste HAR OLT, UK. 
Dahl Op eal Srasisra Inde Com. Led, Rus Extades Urisos, 1089, S40 Pale SP, BRASIL 
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